
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Document Name: EXPLORER™ 700 – IDG T-40 Daylight Panel Revision: C 
 

Introduction: This document describes the portable T-40 daylight panel (12 Volt version) from IDG Europe as a 
power source to the EXPLORER™ 700. 

 
Typical Applications: �   Aid 

�   Expeditions 
�   Government and Military 
�   Emergency Response 
�   Disaster Relief 

 
Product Description: The foldable T-40 panel is a light-weight and easy-to-use solar panel offering a very reliable power 

source in remote areas or locations with limited, erratic or no power service. 
 

The power supply in the EXPLORER™ 700 has a built-in regulator allowing a solar panel to be 
connected directly to the DC input. The DC input has been designed and optimized for 12 Volt solar 
panel specifications, which makes it extremely efficient even in cloudy conditions. 

EXPLORER™ 700, Car Charger Cable and IDG T-40 Daylight Panel. 

Features: 

�   Very efficient mono-crystalline cells give an unmatched power/weight ratio. 
�   Works even in low levels of solar irradiation. 
�   Extremely rugged, built on a thin dural aluminium plate. 
�   Folds to protect the solar cells during transport. 
�   Low-reflectance plastic front. 
�   Restores power silently. 
�   Waterproof and tolerate salt water. 
�   20 year warranty. 
�   Includes 4.9 ft (1.5 m) cable with standard female cigarette lighter connector. 
�  

 

 
 
 

ACCREDITED SOLUTION 
 
Polycom VSX 7000 – Video Conferencing System  
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Document Name: EXPLORER™ Polycom VSX 7000 Revision: K 

 
Introduction: This document describes how to configure the Polycom VSX 7000 video conferencing system to 

work together with the Thrane & Thrane EXPLORER™ 500 and EXPLORER™ 700. 
 
Typical Applications 
and Users: 

�  Humanitarian Aid Organizations 
�  Government and Military 
�  Small business and small office/home office (SOHO) 
�  Education 

 
Product Description: The Polycom VSX 7000 combines top-quality audio and video in a single set-top system that’s easy 

to use, easy to manage, and completely within your reach. 
The VSX 7000 brings you near CD quality audio by delivering Polycom VSX Siren 14Plus audio with 
an integrated midrange speaker and subwoofer, paired with a 360-degree microphone. That means 
you’ll be able to speak to and hear other people in the conference as if they’re sitting right next to 
you, no matter where in the world they’re really located. 

System Overview: At the office the Polycom VSX 7000 was connected through a Linksys router model WRT54G to a 
terrestrial internet connection. The Linksys router was configured with port forwarding of the ports 
used by the Polycom VSX 7000 system. 
The remote Polycom VSX 7000 was connected with an Ethernet cable to the EXPLORER™ LAN 
interface. 
A system overview is shown in below picture: 

 

 

Proveedores de Servicios de Comunicación Imagen e Internet, Enlaces Satelitales, Inalámbricos y  Microondas 
Integración de Sistemas Basados en Biometría y Tecnología Web, Seguridad Informática, Creación de Sitios y Hospedaje Web. 

������ ��	�
��
 ������������	� �� �������
�	 
� � 
 �������	 ���
��� 
 �������	��
�� �� ���
�� 
� �������			���� ���� ��������������� ��� ������
��������� �������
� ����
�������� �����������
� ���������		��	�� ���	��	�����������
������
�� ���������
�� �

 



Acc redited Solution  EXPLORER™ – Polycom VSX 7000  Page 3/6   

 
 
Polycom 
Configuration at the 
office site: 

The Polycom VSX 7000 at the office was configured with following parameters: 
 
Go to: <System>, <Admin Settings>, <LAN Properties> and select “Enter IP address manually” and 
type in the local IP address: 192.168.1.101 
 
Go to: <System>, <Admin Settings>, <LAN Properties> and select <Next> to go to the screen where 
the default gateway and sub address network parameters must be configured. 
Default Gateway: 192.168.1.1 
Subnet Mask: 255.255.255.0 
 
The Polycom VSX 7000 was connected to the terrestrial internet through a Linksys router. Port 
forwarding of TCP port 1720, UDP port 3230 – 3254 was enabled in the linksys router to forward to 
the IP address of the Polycom VSX 7000 (192.168.1.101). 
 
The Polycom VSX 7000 at the office was now online on the internet and ready to be used. 

 
Polycom 
Configuration at the 
remote site: 

The remote Polycom VSX 7000 used at the EXPLORER™ site was configured with following 
parameters: 
 
Go to: <System>, <Admin Settings>, <LAN Properties> and select “Enter IP address manually” and 
type in the IP address to 192.168.0.10 
 
Go to: <System>, <Admin Settings>, <LAN Properties> and select <Next> to go to the screen to 
configure the network parameters. 
Default Gateway: 192.168.0.1 
Subnet Mask: 255.255.255.0 
 
Go to: <System<, <Admin Settings>, <Network>, <IP>, <Firewall> to set the firewall settings: 
Firewall: 
Use fixed ports 
�  UDP ports 3231 to 3254 
NAT configuration: AUTO 
NAT is H.323 compatible: DISABLED 
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EXPLORER™ 
Configuration: 

The EXPLORER™ was configured to use Router mode (default settings) and port forwarding was 
enabled for port 1720, port 3230-3234 and port 3251 - 3254. If Modem mode is used then there is no 
need to do the port forwarding settings in the EXPLORER™ described below. 
NOTE: Router mode is more secure as the Polycom VSX 7000 is not directly connected to the 
Internet with a public global IP address. 

 
Use a PC with an Internet browser to enter the EXPLORER™ built-in web interface to configure the 
above settings. See below picture showing the LAN settings: 
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See the below picture of how the port forwarding settings was configured: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Point the EXPLORER™ to maximum signal strength and register it on the Inmarsat BGAN network. 
Connect the streaming IP connection using the built-in LCD interface: 

 

 
 

Connect the EXPLORER™ LAN interface to the Polycom VSX 7000 using an Ethernet cable. 
Switch ON the Polycom VSX 7000 system and wait until it has booted up and received its IP address 
from the EXPLORER™. The system is now ready to initiate and receive video calls to/from other 
H.323 compliant video conference systems. 
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NOTE: It is recommended to dial using an H.323 bandwidth just lower than the Streaming connection 

bandwidth, IE: Streaming 128K dial using H.323 – 112 kbps and with Streaming 256K dial using 
H.323 – 224 kbps. 

 
Tests performed: The Polycom VSX 7000 was tested successfully with following products and services: 

 
EXPLORER™ 500: 
�  Standard data 
�  Streaming 128K 

 
EXPLORER™ 700: 
�  Standard data 
�  Streaming 256K 
It was possible both to initiate and receive calls from both ends. 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Information in this document is subject to change without notice and 
does not represent a commitment on the part of Thrane & Thrane A/S. 
© 2007 Thrane & Thrane A/S. All rights reserved. Printed in Denmark. 
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